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UNIT 1 TO 12

�����

BUILDING-A
(MIXED USE)

3.77 MT 09.59 SQMT (35%)27.41 SQMT 5.57 SQMT (20.32%)

NORTH SIDE OPENING CALCULATION

%UNPROTECTED OPENING

WALL AREA LIMITING 
DISTANCE

ALLOWABLE 
OPENINGS

PROVIDED 
OPENINGS

UNIT NO.

01

02

03

04

35.70 SQMT09

10

11

12

36.23 SQMT

18.66 MT 21.83 SQMT (100%)21.83 SQMT 18.56 SQMT (85.00%)

SOUTH SIDE OPENING CALCULATION

%UNPROTECTED OPENING

WALL AREA LIMITING 
DISTANCE

ALLOWABLE 
OPENINGS

PROVIDED 
OPENINGS

UNIT NO.

35.85 SQMT

36.23 SQMT (100%)36.23 SQMT

36.23 SQMT (100%)

15.05 SQMT (41.98%)

22.10 MT 63.72 SQMT (100%)

41.59 SQMT

3.90 SQMT (06.12%)

EAST SIDE OPENING CALCULATION

%UNPROTECTED OPENING

WALL AREA LIMITING 
DISTANCE

ALLOWABLE 
OPENINGS

PROVIDED 
OPENINGS

UNIT NO.

01

41.59 SQMT (100%)41.59 SQMT 7.80 SQMT (18.76%)08

09

63.72 SQMT

4.83 SQMT (11.61%)

01

02

03

04

05

06

08

07

35.85 SQMT (100%)

35.85 SQMT (100%)

10.35 SQMT (29%)

27.41 SQMT

27.41 SQMT

27.41 SQMT

36.23 SQMT

35.70 SQMT

36.23 SQMT

35.85 SQMT

15.05 SQMT (41.54%)

3.77 MT

3.77 MT

3.77 MT

3.77 MT

3.77 MT

3.77 MT

3.77 MT

09.59 SQMT (35%)

09.59 SQMT (35%)

09.59 SQMT (35%)

5.57 SQMT (20.32%)

5.57 SQMT (20.32%)

5.57 SQMT (20.32%)

10.51 SQMT (29%)

10.51 SQMT (29%)

10.35 SQMT (29%)

22.10 MT

22.10 MT 41.59 SQMT (100%)

18.66 MT

18.66 MT

18.66 MT

18.66 MT

18.66 MT

18.66 MT

18.66 MT 15.05 SQMT (41.98%)

15.05 SQMT (41.54%)

21.83 SQMT (100%)21.83 SQMT 18.56 SQMT (85.00%)

21.83 SQMT (100%)21.83 SQMT 18.56 SQMT (85.00%)

21.83 SQMT (100%)21.83 SQMT 18.56 SQMT (85.00%)

10.35 SQMT (29%)

10.51 SQMT (29%)

10.51 SQMT (29%)

10.35 SQMT (29%)
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UNIT 1 TO 12

�����

BUILDING-A
(MIXED USE)

1 : 75
1 NORTH ELEVATION

1 : 75
2 SOUTH ELEVATION
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UNIT 1 TO 12

�����

BUILDING-A
(MIXED USE)

1 : 75
1 EAST SIDE ELEVATION

1 : 75
2 WEST SIDE ELEVATION
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UNIT 13 TO 24

�����

BUILDING-B
(STACKED

TOWNHOUSE)

33.94 MT08.36 SQMT 2.39 SQMT (28.53%)

EAST SIDE OPENING CALCULATION

%UNPROTECTED OPENING

WALL AREA LIMITING 
DISTANCE

ALLOWABLE 
OPENINGS

PROVIDED 
OPENINGS

UNIT NO.

13

08.36 SQMT14

15

16

18.36 SQMT 8.18 SQMT (44.53%)17

18

20

21

22

23

24

19

08.36 SQMT

08.36 SQMT

35.74 SQMT 14.03 SQMT (39.25%)

36.23 SQMT 14.03 SQMT (38.72%)

35.74 SQMT 14.03 SQMT (39.25%)

36.23 SQMT 14.03 SQMT (38.72%)

4.50 MT 08.11 SQMT (97.00%)08.36 SQMT 1.86 SQMT (22.22%)

WEST SIDE OPENING CALCULATION

%UNPROTECTED OPENING

WALL AREA LIMITING 
DISTANCE

ALLOWABLE 
OPENINGS

PROVIDED 
OPENINGS

UNIT NO.

08.36 SQMT

11.89 SQMT (64.75%)18.36 SQMT

08.36 SQMT

08.36 SQMT

18.58 SQMT

18.58 SQMT

35.78 SQMT

18.58 SQMT

36.23 SQMT

35.78 SQMT

36.23 SQMT

14.76 SQMT (41.25%)

14.95 SQMT (41.25%)

5.57 SQMT (30.36%)

5.57 SQMT (30.36%)

5.57 SQMT (30.00%)

5.57 SQMT (30.00%)

6.13 SQMT (17.14%)

6.13 SQMT (16.92%)

6.13 SQMT (16.92%)

6.13 SQMT (17.14%)

1.22 MT 01.17 SQMT (08.00%)

48.23 SQMT

/ SQMT (%)

NORTH SIDE OPENING CALCULATION

%UNPROTECTED OPENING

WALL AREA LIMITING 
DISTANCE

ALLOWABLE 
OPENINGS

PROVIDED 
OPENINGS

UNIT NO.

16

1.22 MT 02.25 SQMT (07.00%)32.08 SQMT 1.12 SQMT (03.48%)17

24 1.22 MT 03.24 SQMT (07.00%)

14.63 SQMT

1.12 SQMT (02.41%)

SOUTH SIDE OPENING CALCULATION

%UNPROTECTED OPENING

WALL AREA LIMITING 
DISTANCE

ALLOWABLE 
OPENINGS

PROVIDED 
OPENINGS

UNIT NO.

13

20

21

1.22 MT 01.17 SQMT (8.00%)14.63 SQMT

1.22 MT 02.25 SQMT (7.00%)32.08 SQMT

1.22 MT 03.24 SQMT (7.00%)48.23 SQMT

13

14

15

16

17

18

20

21

22

23

24

19

/ SQMT (%)

1.12 SQMT (03.48%)

1.12 SQMT (02.41%)

4.50 MT

4.50 MT

4.50 MT

4.50 MT

4.50 MT

4.50 MT

4.50 MT

4.50 MT

4.50 MT

4.50 MT

4.50 MT

08.11 SQMT (97.00%)

08.11 SQMT (97.00%)

08.11 SQMT (97.00%)

12.03 SQMT (64.75%)

12.03 SQMT (64.75%)

11.89 SQMT (64.75%)

14.95 SQMT (41.25%)

14.76 SQMT (41.25%)

33.94 MT

33.94 MT

33.94 MT

33.94 MT

33.94 MT

33.94 MT

33.94 MT

33.94 MT

08.36 SQMT (100%)

08.36 SQMT (100%)

08.36 SQMT (100%)

08.36 SQMT (100%)

18.36 SQMT (100%)

35.74 SQMT (100%)

36.23 SQMT (100%)

35.74 SQMT (100%)

36.23 SQMT (100%)

2.39 SQMT (28.53%)

2.39 SQMT (28.53%)

2.39 SQMT (28.53%)

18.58 SQMT 8.18 SQMT (44.00%)33.94 MT 18.58 SQMT (100%)

18.36 SQMT 8.18 SQMT (44.53%)33.94 MT 18.36 SQMT (100%)

18.58 SQMT 8.18 SQMT (44.00%)33.94 MT 18.58 SQMT (100%)

1.86 SQMT (22.22%)

1.86 SQMT (22.22%)

1.86 SQMT (22.22%)
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UNIT 13 TO 24
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(STACKED

TOWNHOUSE)
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1 EAST SIDE ELEVATION

1 : 75
2 WEST SIDE ELEVATION
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UNIT 13 TO 24
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BUILDING-B
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TOWNHOUSE)

1 : 75
1 NORTH ELEVATION

1 : 75
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UNIT 25 TO 39

�����

BUILDING-C
(STACKED

TOWNHOUSE)

10.69 MT08.36 SQMT 1.86 SQMT (22.22%)

NORTH SIDE OPENING CALCULATION

%UNPROTECTED OPENING

WALL AREA LIMITING 
DISTANCE

ALLOWABLE 
OPENINGS

PROVIDED 
OPENINGS

UNIT NO.

25

26

27

28

29

30

32

33

34

35

36

31

4.72 MT 08.12 SQMT (97.25%)08.35 SQMT 2.39 SQMT (28.57%)

SOUTH SIDE OPENING CALCULATION

%UNPROTECTED OPENING

WALL AREA LIMITING 
DISTANCE

ALLOWABLE 
OPENINGS

PROVIDED 
OPENINGS

UNIT NO.

16.29 MT 14.59 SQMT (100.00%) 0.93 SQMT (06.37%)

EAST SIDE OPENING CALCULATION

%UNPROTECTED OPENING

WALL AREA LIMITING 
DISTANCE

ALLOWABLE 
OPENINGS

PROVIDED 
OPENINGS

UNIT NO.

34

35

14.59 SQMT

WEST SIDE OPENING CALCULATION

%UNPROTECTED OPENING

WALL AREA LIMITING 
DISTANCE

ALLOWABLE 
OPENINGS

PROVIDED 
OPENINGS

UNIT NO.

30 2.46 MT 04.64 SQMT (14.50%)31.99 SQMT 2.23 SQMT (06.97%)

08.36 SQMT (100%)

37

38

39

25

26

27

28

29

30

32

33

34

35

36

31

37

38

39

25

10.69 MT08.36 SQMT 1.86 SQMT (22.22%)08.36 SQMT (100%)

10.69 MT08.36 SQMT 1.86 SQMT (22.22%)08.36 SQMT (100%)

10.69 MT08.36 SQMT 1.86 SQMT (22.22%)08.36 SQMT (100%)

10.69 MT08.36 SQMT 1.86 SQMT (22.22%)08.36 SQMT (100%)

10.69 MT18.32 SQMT 5.57 SQMT (30.42%)18.32 SQMT (100%)

10.69 MT18.32 SQMT 5.57 SQMT (30.42%)18.32 SQMT (100%)

10.69 MT18.58 SQMT 5.57 SQMT (30.00%)18.58 SQMT (100%)

10.69 MT18.58 SQMT 5.57 SQMT (30.00%)18.58 SQMT (100%)

10.69 MT18.58 SQMT 5.57 SQMT (30.00%)18.58 SQMT (100%)

10.69 MT35.74 SQMT 7.80 SQMT (21.84%)35.74 SQMT (100%)

10.69 MT36.23 SQMT 7.80 SQMT (21.54%)36.23 SQMT (100%)

10.69 MT36.23 SQMT 7.80 SQMT (21.54%)36.23 SQMT (100%)

10.69 MT36.23 SQMT 7.80 SQMT (21.54%)36.23 SQMT (100%)

10.69 MT35.78 SQMT 7.80 SQMT (21.81%)35.78 SQMT (100%)

4.72 MT

4.72 MT

4.72 MT

4.72 MT

4.72 MT

4.72 MT

4.72 MT

4.72 MT

4.72 MT

4.72 MT

4.72 MT

4.72 MT

4.72 MT

4.72 MT

08.13 SQMT (97.25%)08.36 SQMT 2.39 SQMT (28.53%)

08.13 SQMT (97.25%)08.36 SQMT 2.39 SQMT (28.53%)

08.13 SQMT (97.25%)08.36 SQMT 2.39 SQMT (28.53%)

08.13 SQMT (97.25%)08.36 SQMT 2.60 SQMT (31.04%)

14.19 SQMT (77.31%)18.35 SQMT 8.18 SQMT (44.56%)

14.47 SQMT (77.31%)18.58 SQMT 8.18 SQMT (44.00%)

14.47 SQMT (77.31%)18.58 SQMT 8.18 SQMT (44.00%)

14.47 SQMT (77.31%)18.58 SQMT 8.18 SQMT (44.00%)

14.16 SQMT (77.31%)18.31 SQMT 8.18 SQMT (44.65%)

15.57 SQMT (43.56%)35.74 SQMT 14.03 SQMT (39.26%)

15.78 SQMT (43.56%)36.23 SQMT 14.03 SQMT (38.72%)

15.78 SQMT (43.56%)36.23 SQMT 14.03 SQMT (38.72%)

15.78 SQMT (43.56%)36.23 SQMT 14.03 SQMT (38.72%)

15.78 SQMT (43.56%)35.74 SQMT 14.03 SQMT (39.25%)

16.29 MT

16.29 MT 31.41 SQMT (100.00%) 7.43 SQMT (23.66%)31.41 SQMT

52.54 SQMT (100.00%) 7.43 SQMT (14.14%)52.54 SQMT
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UNIT 25 TO 39
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(STACKED

TOWNHOUSE)

1:75
1 SOUTH ELEVATION

1 : 75
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UNIT 25 TO 39

����

BUILDING-C
(STACKED

TOWNHOUSE)

1 : 75
1 WEST ELEVATION

1 : 75
2 EAST ELEVATION
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UNIT 40 TO 54

�����

BUILDING-D
(STACKED

TOWNHOUSE)

10.67 MT08.36 SQMT 1.86 SQMT (22.22%)

SOUTH SIDE OPENING CALCULATION

%UNPROTECTED OPENING

WALL AREA LIMITING 
DISTANCE

ALLOWABLE 
OPENINGS

PROVIDED 
OPENINGS

UNIT NO.

40

41

42

43

44

45

47

48

49

50

51

46

3.78 MT 07.16 SQMT (85.75%)08.35 SQMT 2.39 SQMT (28.57%)

NORTH SIDE OPENING CALCULATION

%UNPROTECTED OPENING

WALL AREA LIMITING 
DISTANCE

ALLOWABLE 
OPENINGS

PROVIDED 
OPENINGS

UNIT NO.

16.41 MT 14.59 SQMT (100.00%) 0.93 SQMT (06.37%)

EAST SIDE OPENING CALCULATION

%UNPROTECTED OPENING

WALL AREA LIMITING 
DISTANCE

ALLOWABLE 
OPENINGS

PROVIDED 
OPENINGS

UNIT NO.

49

50

14.59 SQMT

WEST SIDE OPENING CALCULATION

%UNPROTECTED OPENING

WALL AREA LIMITING 
DISTANCE

ALLOWABLE 
OPENINGS

PROVIDED 
OPENINGS

UNIT NO.

45 2.46 MT 04.64 SQMT (14.50%)31.99 SQMT 2.23 SQMT (06.97%)

08.36 SQMT (100%)

52

53

54

40

08.36 SQMT 1.86 SQMT (22.22%)08.36 SQMT (100%)

08.36 SQMT 1.86 SQMT (22.22%)08.36 SQMT (100%)

08.36 SQMT 1.86 SQMT (22.22%)08.36 SQMT (100%)

08.36 SQMT 1.86 SQMT (22.22%)08.36 SQMT (100%)

18.32 SQMT 5.57 SQMT (30.42%)18.32 SQMT (100%)

18.32 SQMT 5.57 SQMT (30.42%)18.32 SQMT (100%)

18.58 SQMT 5.57 SQMT (30.00%)18.58 SQMT (100%)

18.58 SQMT 5.57 SQMT (30.00%)18.58 SQMT (100%)

18.58 SQMT 5.57 SQMT (30.00%)18.58 SQMT (100%)

35.74 SQMT 7.80 SQMT (21.84%)35.74 SQMT (100%)

36.23 SQMT 7.80 SQMT (21.54%)36.23 SQMT (100%)

36.23 SQMT 7.80 SQMT (21.54%)36.23 SQMT (100%)

36.23 SQMT 7.80 SQMT (21.54%)36.23 SQMT (100%)

35.78 SQMT 7.80 SQMT (21.81%)35.78 SQMT (100%)

07.17 SQMT (85.75%)08.36 SQMT 2.39 SQMT (28.53%)

08.36 SQMT 2.39 SQMT (28.53%)

08.36 SQMT 2.39 SQMT (28.53%)

08.36 SQMT 2.60 SQMT (31.04%)

08.67 SQMT (47.25%)18.35 SQMT 8.18 SQMT (44.56%)

08.78 SQMT (47.25%)18.58 SQMT 8.18 SQMT (44.00%)

18.58 SQMT 8.18 SQMT (44.00%)

18.58 SQMT 8.18 SQMT (44.00%)

18.31 SQMT 8.18 SQMT (44.65%)

10.36 SQMT (29.00%)35.74 SQMT

36.23 SQMT

36.23 SQMT

36.23 SQMT

35.74 SQMT

16.41 MT

16.41 MT 31.41 SQMT (100.00%) 7.43 SQMT (23.66%)31.41 SQMT

52.54 SQMT (100.00%) 7.43 SQMT (14.14%)52.54 SQMT

10.67 MT

10.67 MT

10.67 MT

10.67 MT

10.67 MT

10.67 MT

10.67 MT

10.67 MT

10.67 MT

10.67 MT

10.67 MT

10.67 MT

10.67 MT

10.67 MT

40

41

42

43

44

45

47

48

49

50

51

46

52

53

54

07.17 SQMT (85.75%)

07.17 SQMT (85.75%)

07.17 SQMT (85.75%)

08.78 SQMT (47.25%)

08.65 SQMT (47.25%)

08.78 SQMT (47.25%)

10.51 SQMT (29.00%)

10.36 SQMT (29.00%)

10.51 SQMT (29.00%)

10.51 SQMT (29.00%)

3.78 MT

3.78 MT

3.78 MT

3.78 MT

3.78 MT

3.78 MT

3.78 MT

3.78 MT

3.78 MT

3.78 MT

3.78 MT

3.78 MT

3.78 MT

3.78 MT

10.36 SQMT (29.00%)

10.51 SQMT (29.00%)

10.36 SQMT (29.00%)

10.51 SQMT (29.00%)

10.51 SQMT (29.00%)
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TOWNHOUSE)

7.58 MT 08.36 SQMT (100%)08.36 SQMT 3.14 SQMT (37.56%)

EAST SIDE OPENING CALCULATION

%UNPROTECTED OPENING

WALL AREA LIMITING 
DISTANCE

ALLOWABLE 
OPENINGS

PROVIDED 
OPENINGS

UNIT NO.

55

2.68 SQMT (32.05%)56

57

58

59

60

62

63

64

65

66

61

08.43 SQMT

18.58 SQMT 8.73 SQMT (46.99%)

9.29 SQMT (50.00%)

18.74 SQMT 7.80 SQMT (41.62%)

9.29 SQMT (50.00%)

7.06 SQMT (38.00%)

8.73 SQMT (46.99%)

4.50 MT 8.11 SQMT (97%)08.36 SQMT 1.86 SQMT (22.25%)

WEST SIDE OPENING CALCULATION

%UNPROTECTED OPENING

WALL AREA LIMITING 
DISTANCE

ALLOWABLE 
OPENINGS

PROVIDED 
OPENINGS

UNIT NO.

08.36 SQMT

08.36 SQMT

08.36 SQMT

08.36 SQMT

9.33 SQMT (75.25%)12.40 SQMT

18.58 SQMT

18.58 SQMT

27.34 SQMT

18.58 SQMT

18.58 SQMT

18.58 SQMT

14.01 SQMT (51.25%)

5.57 SQMT (29.98%)

1.86 SQMT (15.00%)

3.62 SQMT (13.24%)

6.26 MT 10.76 SQMT (100%)

11.00 SQMT

2.79 SQMT (25.93%)

NORTH SIDE OPENING CALCULATION

%UNPROTECTED OPENING

WALL AREA LIMITING 
DISTANCE

ALLOWABLE 
OPENINGS

PROVIDED 
OPENINGS

UNIT NO.

61

11.38 SQMT (100%)11.38 SQMT 1.12 SQMT (09.80%)62

71 11.00 SQMT (100%)

10.76 SQMT

1.12 SQMT (10.14%)

SOUTH SIDE OPENING CALCULATION

%UNPROTECTED OPENING

WALL AREA LIMITING 
DISTANCE

ALLOWABLE 
OPENINGS

PROVIDED 
OPENINGS

UNIT NO.

1.22 MT 1.16 SQMT (08.00%)14.51 SQMT 0.93 SQMT (6.41%)

2.26 SQMT (07.00%)32.25 SQMT 2.23 SQMT (6.91%)

2.13 SQMT (07.00%)30.42 SQMT 0.56 SQMT (1.84%)

67 17.41 SQMT 6.13 SQMT (35.21%)

68 17.65 SQMT 7.80 SQMT (44.19%)

69 17.65 SQMT

17.44 SQMT 3.72 SQMT (21.33%)

17.65 SQMT 3.72 SQMT (21.07%)

17.65 SQMT 3.72 SQMT (21.08%)

12.03 SQMT (64.75%)

12.03 SQMT (64.75%)

11.43 SQMT (64.75%)

11.29 SQMT (64.75%)

11.43 SQMT (64.75%)

6.07 MT 08.43 SQMT (100%)

18.74 SQMT (100%)

18.58 SQMT (100%)

17.41 SQMT (100%)

17.65 SQMT (100%)

7.57 MT

10.22 SQMT72 10.22 SQMT (100%) 0.93 SQMT (09.09%)

6.07 MT 09.85 SQMT (100%) 0.93 SQMT (9.44%)

NORTH-EAST SIDE OPENING CALCULATION

%UNPROTECTED OPENING

WALL AREA LIMITING 
DISTANCE

ALLOWABLE 
OPENINGS

PROVIDED 
OPENINGS

UNIT NO.

61 09.85 SQMT

70

71

72 17.72 SQMT 4.27 SQMT (24.10%)17.72 SQMT (100%)

17.65 SQMT

17.65 SQMT

25.96 SQMT 5.57 SQMT (21.46%)13.30 SQMT (51.25%)

55

56

57

58

59

60

62

63

64

65

66

61

67

68

69

70

71

72

67

66

55

4.50 MT

4.50 MT

4.50 MT

4.50 MT

4.50 MT

4.50 MT

4.50 MT

4.50 MT

4.50 MT

4.50 MT

4.50 MT

4.50 MT

4.50 MT

4.50 MT

4.50 MT

4.50 MT

4.50 MT

8.11 SQMT (97%)

8.11 SQMT (97%)

8.11 SQMT (97%)

8.11 SQMT (97%)

12.03 SQMT (64.75%)

12.03 SQMT (64.75%)

12.03 SQMT (64.75%)

11.43 SQMT (64.75%)

11.43 SQMT (64.75%)

1.86 SQMT (22.25%)

1.86 SQMT (22.25%)

1.86 SQMT (22.25%)

1.86 SQMT (22.25%)

5.57 SQMT (29.98%)

5.57 SQMT (29.98%)

5.57 SQMT (29.98%)

5.57 SQMT (29.98%)

3.72 SQMT (21.08%)

3.72 SQMT (21.08%)

08.36 SQMT

08.36 SQMT

08.36 SQMT

08.36 SQMT

18.58 SQMT

18.58 SQMT

18.58 SQMT

18.58 SQMT

17.65 SQMT

17.65 SQMT

6.07 MT

6.07 MT

7.58 MT

7.58 MT

7.58 MT

7.58 MT

7.58 MT

7.58 MT

7.58 MT

7.58 MT

7.58 MT

7.58 MT

7.58 MT

7.58 MT

7.58 MT

7.58 MT

08.36 SQMT (100%)

08.36 SQMT (100%)

08.36 SQMT (100%)

08.36 SQMT (100%)

18.58 SQMT (100%)

18.58 SQMT (100%)

18.58 SQMT (100%)

18.58 SQMT (100%)

17.65 SQMT (100%)

17.65 SQMT (100%)

17.65 SQMT (100%)

2.68 SQMT (32.05%)

2.68 SQMT (32.05%)

2.68 SQMT (32.05%)

3.19 SQMT (37.84%)

7.80 SQMT (44.19%)

7.80 SQMT (44.19%)

7.80 SQMT (44.19%)

7.57 MT

6.26 MT

1.22 MT

1.22 MT



FIRST FLOOR
0' - 0"

LOWER LEVEL
-9' - 9 1/2"

SECOND FLOOR
10' - 0"

U/S CEILING
19' - 0"

ASPHALT 
SHINGLES (TYP.)

GUARD RAIL AS PER 
O.B.C. GLASS INLAYS 

BETWEEN POST

EXTERIOR STUCCO 
WALL (TYP.)

EXTERIOR BRICK 
WALL (TYP.)

GRADE LINE (TBD)

PROVIDE SCUPPER AS  
REQUIRED (TYP.)

PROVIDE DOWNSPOUT AS  
REQUIRED (TYP.)

18" O.H. (TYP.)

ALTERNATING
COLOURED EXTERIOR

STUCCO WALL (TYP.)

1' - 6"

4:
12

4:
12

4:
12

30
' -

 8
" 

(9
.3

5 
m

)

27
' -

 4
" 

(8
.3

3 
m

)

5'
 -

 1
 1

/2
"

1' - 6"

24
' -

 0
" 

(7
.3

2 
m

)

2'
 -

 0
"

2'
 -

 0
"

2'
 -

 0
"

2'
 -

 0
"

6'
 -

 0
"

FIRST FLOOR
0' - 0"

LOWER LEVEL
-9' - 9 1/2"

SECOND FLOOR
10' - 0"

U/S CEILING
19' - 0"

5'
 -

 1
 1

/2
"

24
' -

 0
" 

(7
.3

2 
m

)

27
' -

 4
" 

(8
.3

3 
m

)

30
' -

 8
" 

(9
.3

5 
m

)

ASPHALT 
SHINGLES (TYP.)

EXTERIOR SIDING 
WALL (TYP.)

EXTERIOR SIDING 
WALL (TYP.)

GRADE LINE (TBD)

PROVIDE DOWNSPOUT AS  
REQUIRED (TYP.)

18" O.H. (TYP.)

EXTERIOR BRICK 
WALL (TYP.)

1' - 6"

4:
12

4:
12 4:

12

1' - 6"

5'
 -

 0
"

2'
 -

 0
"

3'
 -

 0
"

FOR INFORMATION ONLY

��� ���� 	�
��� ���

��������

��������������

���������!�

�������������

�������!� �����

"�������"������

�������������

STACKED TOWNHOMES
DEVELOPMENT

#�

7301 LUNDY'S LANE
CITY OF NIAGARA FALLS

ELEVATIONS

Contractor & trader must check and verify all dimensions before execute the
work and must report discrepancies and should not scale or measure the
drawings.
All drawings, specifications and related documents are the copyright of the
designer and must be returned upon request.
All the work must be in compliance with ONTARIO BUILDING CODE.
Reproduction of drawings, specifications and related documents in part or whole
is forbidden without the written consent.
This drawing is not to be used for construction until signed and stamped by the
designer.

PRIMARY CONSULTANT & PROJECT MANAGER

ELECTRICAL CONSULTANT

CONSULTING CIVIL ENGINEERS

""

�""$���%���'�������!����
�(���(����)��%%�����������
�(���(���

*+,##,*-*+

UNIT 55 TO 72

������

BUILDING-E
(STACKED

TOWNHOUSE)

1 : 75
1 EAST ELEVATION

1 : 75
2 WEST ELEVATION



FIRST FLOOR
0' - 0"

LOWER LEVEL
-9' - 9 1/2"

SECOND FLOOR
10' - 0"

U/S CEILING
19' - 0"

PROVIDE SCUPPER AS  
REQUIRED (TYP.)

ALTERNATING
COLOURED EXTERIOR
STUCCO WALL (TYP.)

ASPHALT 
SHINGLES (TYP.)

EXTERIOR SIDING 
WALL (TYP.)

EXTERIOR STUCCO 
WALL (TYP.)

EXTERIOR BRICK 
WALL (TYP.)

GRADE LINE (TBD)

18" O.H. (TYP.)
1' - 6"

EXTERIOR STONE 
WALL (TYP.)

4:
12

4:
12

24
' -

 0
" 

(7
.3

2 
m

)

27
' -

 4
" 

(8
.3

3 
m

)

30
' -

 8
" 

(9
.3

5 
m

)

5'
 -

 1
 1

/2
"

1' - 6"

4'
 -

 0
"

2'
 -

 0
"

6'
 -

 0
"

2'
 -

 0
"

2'
 -

 0
"

FIRST FLOOR
0' - 0"

LOWER LEVEL
-9' - 9 1/2"

SECOND FLOOR
10' - 0"

U/S CEILING
19' - 0"

4:
12

24
' -

 0
" 

(7
.3

2 
m

)
5'

 -
 1

 1
/2

"

27
' -

 4
" 

(8
.3

3 
m

)

30
' -

 8
" 

(9
.3

5 
m

)

ASPHALT 
SHINGLES (TYP.)

EXTERIOR SIDING 
WALL (TYP.)

GRADE LINE (TBD)

PROVIDE DOWNSPOUT AS  
REQUIRED (TYP.)

PROVIDE SCUPPER AS  
REQUIRED (TYP.)

ALTERNATING
COLOURED EXTERIOR
STUCCO WALL (TYP.)

18" O.H. (TYP.)

EXTERIOR BRICK 
WALL (TYP.)

1' - 6"

EXTERIOR STUCCO 
WALL (TYP.)

1' - 6"

5'
 -

 0
"

FOR INFORMATION ONLY

��� ���� 	�
��� ���

��������

��������������

���������!�

�������������

�������!� �����

"�������"������

�������������

STACKED TOWNHOMES
DEVELOPMENT

#�

7301 LUNDY'S LANE
CITY OF NIAGARA FALLS

ELEVATIONS

Contractor & trader must check and verify all dimensions before execute the
work and must report discrepancies and should not scale or measure the
drawings.
All drawings, specifications and related documents are the copyright of the
designer and must be returned upon request.
All the work must be in compliance with ONTARIO BUILDING CODE.
Reproduction of drawings, specifications and related documents in part or whole
is forbidden without the written consent.
This drawing is not to be used for construction until signed and stamped by the
designer.

PRIMARY CONSULTANT & PROJECT MANAGER

ELECTRICAL CONSULTANT

CONSULTING CIVIL ENGINEERS

""

�""$���%���'�������!����
�(���(����)��%%�����������
�(���(���

*+,##,*-*+

UNIT 55 TO 72

�����	

BUILDING-E
(STACKED

TOWNHOUSE)

1 : 75
1 NORTH ELEVATION

1 : 75
2 SOUTH ELEVATION


